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99.90 0.004 0.04 JIS H3300 C1201, C1220 JIS H3300 C1020 14 16 0 Cross-sectional optical micrographs of phosphorous deoxidized and oxygen-free copper tubes exposed to formic acid atmosphere; these are copper tubes with ultrasonic cleaning in dilute sulfuric acid after exposure tests. Fig. 7 Cross-sectional optical micrographs of phosphorous deoxidized and oxygen-free copper tubes exposed to acetic acid atmosphere; these are copper tubes without cleaning after exposure tests. Cross-sectional optical micrographs of phosphorous deoxidized and oxygen-free copper tubes exposed to acetic acid atmosphere; these are copper tubes with ultrasonic cleaning in dilute sulfuric acid after exposure tests. Fig. 9 Weight loss of specimens exposed to formic and acetic acid atmosphere; (a) phosphorous deoxidized copper and (b) oxygen-free copper. Table 1  Table 1 3. Table 2 Fig.12 100ppm 1000ppm Fig.13 100ppm Table 1 Corrosion rate of phosphorous deoxidized copper(PDC) and oxygen-free copper(OFC) tubes exposed to formic and acetic acid atmosphere. Table 2 Corrosion rate of phosphorous deoxidized copper (PDC) and oxygen-free copper(OFC) tubes immersed in formic and acetic acid solution.
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